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EFFECTIVE UPON ISSUE
LANL WELDING PROCEDURE SPECIFICATIONS INDEX

BPS/WPS BASE P No. WELDING QUALIFIED ISSUE REV.

DESIGNATION MATERIAL EQUIV. PROCESS THICKNESS DATE
1000/11B ASTM A-517 11B /11B SMAW- 0.063 2 9/1/2004 0
1000/2010-8 81/8 SMAW- 0.187 1.25 9/21/2001 1
1000-1 1/1 SMAW- 0.063 8 1/22/2004 Oa
1000-1/11B 1/11B SMAW- 0.062 8 9/21/2001 2
1000-1/4140 AISI-4140 1 /N/A SMAW- 0.062 0.75 9/21/2001 1
1000-1/5 ASTM A-387 5171 SMAW- 0.187 8 9/21/2001 1
1000-1/8 A-105 17/8 SMAW- 0.062 0.56 9/21/2001 1
1000-4140 AISI-4140 N/A /N/A SMAW- 0.062 0.75 9/21/2001 1
1000-5 ASTM A-387 5175 SMAW- 0.187 8 9/21/2001 2
1000-REBAR REBAR N/A /N/A SMAW- 0 0 9/21/2001 1
2007-31 B-88 31 /31 GTAW- 0.065 0.32 9/21/2001 1
2010/1000-1 1/1 GTAW 0.062 2 9/21/2001 1
2010-1 1/1 GTAW- 0.04 1.062 4/18/2002 3
2010-1/5 ASTM A-387 5171 GTAW- 0.062 0.75 9/21/2001 1
2010-1/8 17/8 GTAW- 0.062 0.75 9/21/2001 3
2010-110 SB-127 110 /110 GTAW- 0.062 0.5 9/21/2001 1
2010-110A B-165 110 /110 GTAW-AT 0.035 0.07 9/21/2001 1
2010-11B 11B /11B GTAW- 0.062 8 9/21/2001 2
2010-1-F3X 1/1 GTAW- 0.031 0.25 9/21/2001 1
2010-2X 2X /12X GTAW- 0.068 1 9/21/2001 2
2010-45 ASTM B-688 45 /45 GTAW- 0.062 0.414 9/21/2001 1
2010-5 ASTM A-387 5175 GTAW- 0.187 2 9/21/2001 2
2010-8 ASTM A-240 81/8 GTAW- 0.03 0.75 9/21/2001 2
2010-8/110 ASTM A-240 8 /110 GTAW- 0.062 0.5 9/21/2001 1
2010-8/11B ASTM A-240 8 /11B GTAW 0.065 1.5 9/21/2001 1
3001-1 ASTM A-36 1/1 GMAW 0.065 1.5 9/21/2001 2
3004-1/11B ASTM A-36 1/11 GMAW- 0.062 2 9/21/2001 1
3004-11B 517 & HSLA 11B /11B GMAW- 0.062 2 9/21/2001 5
3011-11B HSLA-100 11B /11B GMAW-SP 0.065 5 9/21/2001 1
3501-1 ASTM A-36 1/1 GMAW-FC 0.062 2 9/21/2001 3
3501-1/11B ASTM A-36 1/11 GMAW-FC 0.062 2 9/21/2001 2

Note: ASME thicknesses 1.0" or greater are considered AWS unlimited.
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3501-1/HSLA 80 ASTM A-36 1/11B GMAW-FC 0.062 - 8 9/21/2001 1
3503-8 ASTM A-240 81/8 GMAW-FC 0.187 - 2 9/21/2001 1
6000-102 ASTM B-88 Cu 107 /107 TB 0.031 - 0.125 8/31/2004 Oa
6000-103 ASTM B-88 Cu 107 /107 TB 0.031 - 0.125 8/31/2004 Oa
API-1000-1 Yield < 42 kip 1/1 SMAW 0.187 - 0.75 1/22/2004 Oa

Note: ASME thicknesses 1.0" or greater are considered AWS unlimited.
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